
BOARD OF ARCHITECTURAL REVIEW
AGENDA

November 5, 2015 - 4:00 PM
Council Chambers - Rouss City Hall

1. POINTS OF ORDER
A. RolICall
B. Approval of Minutes — October 15, 2015

2. CONSENT AGENDA

3. NEW BUSINESS

BAR-15-597 Request of Pifer Holdings, LLC to demolish a structure located at 14 E. Clifford Street
(Map Number 193-O1-L- 13), partly zoned Central Business (B-i) District and partly zoned
Residential Business (RB-i) District with Historic Winchester (HW) District overlay.

BAR-15-613 Request of John B. Schroth for a Certificate of Appropriateness to replace windows at
112 South Washington Street.

BAR-15-621 Request of Alexander Kilimnik for a Certificate of Appropriateness to retrofit eight
currently installed vinyl windows with all wood materials at 107 East Cecil Street.

BAR-15625 Request of Foreman Builders Inc. for a Certificate of Appropriateness to replace side
and rear windows at 126 North Washington Street.

4. OLD BUSINESS

5. OTHER DISCUSSION

A representative from Washington Gas would like to discuss the relocation of a gas meter to the
front of 106 West Boscawen Street. They are seeking advice and options for screening the
mechanical unit from public view.

6. ADJOURN

***APPLICANT OR REPRESENTATIVE MUST BE PRESENT AT THE MEETING***



BOARD OF ARCHITECTURAL REVIEW
MINUTES

The Board of Architectural Review held its regularly scheduled meeting on Thursday, October 15, 2015,
at 4:00p.m. in Council Chambers, Rouss City Hall, 15 North Cameron Street, Winchester, Virginia.

POINTS OF ORDER:

PRESENT: Chairman Rockwood, Vice Chairman Bandyke, Ms. Jackson, Mr. Walker, Mr. Serafin,
Ms. Elgin, Ms. Schroth

ABSENT: None
STAFF: Josh Crump, Erick Moore, Carolyn Barrett
VISITORS: Robert Taylor

APPROVAL OF MINUTES:

Chairman Rockwood called for corrections or additions to the minutes of October 1, 2015. Mr. Walker
made a motion to approve the minutes as submitted. Vice Chairman Bandyke seconded the motion.
Voice vote was taken and the motion passed 7-0.

CONSENT AGENDA:

None.

NEW BUSINESS:

BAR-15-590 Request of Grace Evangelical Lutheran Church for a Certificate of Appropriateness for
repair of the slate roof on the main building at 28 South Loudoun Street.

Mr. Taylor spoke about the plan to repair the roof and replace approximately 100 pieces of slate. The
flashing will be replaced with copper flashing and new gutters and downspouts will be installed.

Mr. Walker made a motion to approve a Certificate of Appropriateness for BAR-15-590 for the repair of
the slate roof with like materials and replace galvanized gutters and downspouts with copper gutters
and downspouts as submitted. Vice Chairman Ban dyke seconded the motion. Voice vote was taken and
the motion passed 7-0.

OLD BUSINESS:

None.

DISCUSSION:

The board members spent some time discussing reworking the guidelines to soften the language for
newer construction and time periods. Mr. Crump said the Planning Department will be discussing the
issue with City Council at the next meeting. Chairman Rockwood said it may be a complicated item to
draft. The board member also discussed manufacturers of wood windows and the availability of them.

ADjOURN:

With no further business before the Board, the meeting was adjourned at 4:18pm.
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APLICAflO-OAFD OF ARCHETECTURAL REVIEW I
1-OR ALL APPLICATIONS:

The buaid of Architectural Review (BAR) usus the lollowing when considering applications:
The Secretory of Interior’s Stonda-cls for Rehabilitation v ww.nps.gov/tps/sbiridards/rehabilitation/rehab
Winchester Historic District Guidelines W\5 ! . ‘ c:srsteva:.o/pIEe ring/historic-district-design-guidelines
Article 14 of the Winchester Zoning Qedina ca vw.wincheswrva.gov/planning/zoneord
Applicants should carefully review their proposal relative to these guiding documents prior to submission. In
addition to the required materials listed below, applicants are encouraged to provide a narrative description of
the scope of the project and how it :okrtes Lothese_documents.

LI Thu BAR meets at 4pm on the firs md HLrc’ Thursdays of each month in Council Chambers.
H The deadline for COMPLETE applications (inc. all required materials) is 5pm ten (10) days before the meeting.
H The applicant or a representative must be at tho meeting to answer any questions the Board may have and to

discucs any possible changes or suggestions.
[1 Some applications may be considerec for adniinstradve review and prova’ per Section 14-5 of the Zoning

Ordinance; however, all applications must nclLc’e all required materials as if referred to the BAR.
Li All projects must also comply with all applicabe ordinances and building codes.

Li ALL APPLICATIONS RqJIRE A RECENT PI-’OTOGRAPH (20 copies) OF THE STRUCTURE OR PROPERTY TO BE
ALTERED; plus:

SIGN APPLICATIONS, REQUIRED rtAT)ALs; (HW ccpies of each)
H Scaled drawing showing materials used, colors, estering style, and type (if any) of illumination.

Sketch/clear description of where sign wiH j ocstud. IncluLe clearance for any projecting signs.
Li F-or freestanding signs, scaled site drawing showing sign placement.

PAINT COLOR CHANGE, REQUIRED MuikAi.S (““1O copies of Each)
H Samples of paint colors. (Give careful conic1eration so appropr:ateness ol colors to age and style of structure.)
H A clear description of what will be aintr’d, including mm, window frames, sailing, gutters, porch floors/ceilings, etc.

NEW CONSTRUCTION, ADD1T,CS, RE1ODWNG OR RENOVATIOI\S, WALt.S/FENCES, REQUIRED MATERIALS:
(***1O copies of each)
Li Detailed sketch/architectura! rendering and const’ucdon plans of additions and new construction.
H Samples, descriptive brochures ann detaHs o ALL materials.
LI Scuied site plan for new constructior, adHt:o: s, Nails and fences.

ROOFING, REQUIRED MATERIALS: (**1O copies of each)
H Samples of materials, style and cole 0F proposec’ roof.

DEMOLITION, REQUIRED MATERIALS
LI Photographs of all sides of structure/feature o be demolished. (k**lQ copies of each)
Li For structures or portions of structures ove- 75 yEars old, $300.00 filing fee. Such application requires a public

hearing per Section 14-3-2 of the Zoning Otdisar.ce; additional time between filing and the hearing may be
required in order to satisfy procedara recuirer.ients or aublic notification of said hearing.

NOTE: AN APPROVED CRTFCA1E O W)PROPRIATENESS EXPIRES TWELVE (12) MONTHS FROM THE
DATE OF ISSUANCE OR OTHRWl;E A- PROVIDED FOR IN SECTION 14-8 OF THE ZONING ORIDINANCE.



14-18 t (LIFfOPD ST.,
WIrKHtSTtP, Vfi

flOV[!’ib[P 5,
2015 bOflPD Of t1P(lTfGUflL P[VI[W DUbLI( fitflPIfl(i

The Owner of the subject property requests a Certificate of Appropriateness

for demolition of the detached garage structure at 14-18 F. Clifford St.



1.
14-18[CUtfOD5T.. ‘1cIt}tP.Vft

1 4-1 8 t (LIffOPD ST., WIfl(fltSTt, Vfi

SUN{(T DOP{PT1
IFOFif1TIO:
Zoning: RB-I District, with

HW District
overlay

Tax Map ID: 193-Ol-L-13 and
193-Ol-L-14

Current Use: Primary structure is
used as a two-
family dwelling;
and Secondary
structure is used as an accessory garage/storage building.

III5TOPI( IfSOUIXI SUIV{1 DflTfl:
Secondary Resource Description; A large, garage outbuilding is located north of the building [primary
resource former single-family dwelling] building. It is one story in height and five bays wide (west
elevation) and three bays deep (south elevation). Sanborn map research dates this building between the
years of 1912 and 1921. Prior to its present use as a garage, the building was used as a welding shop
(circa 1921) and an automotive repair shop (post 1927). The maps depict the building as one large
structure, but the east portion and west portion differ in construction, fenestration, and cladding. It is
unclear how the building evolved and which section is original. The west portion is constructed of
exposed concrete blocks. The west sloping shed roof is covered in asphalt shingles. The eaves of the
roof feature a shallow, boxed wood cornice, which is raking on the north and south elevations. Five roll-
up garage doors, made of metal, pierce the west elevation. These are framed and divided by square wood
posts and beams. The cast portion of the outbuilding has a non-visible foundation. It is clad in
hardiplank siding with narrow wood corner boards. The front-gabled roof is covered in asphalt shingles
and features a raking, boxed wood cornice. The east slope of the roof is very slightly gabled, indicating
an addition or extension is present to the east. The south elevation is pierced by two 4/4, double-hung
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14-18[GJffOPDST.,,1flGIt51tQVfl

wood—sash windows set within square—edged wood surrounds. These flank a central, single—leaf entry
holding a paneled Wood door (also set within a square—edged wood surround). The southeast corner of
the building has a pair of wood folding doors. which are inset at an angle to provide vehicular access.
Each door leaf has tour lights with strap hinges. A one—light window is located on the east elevation. It is
set within a square—edged wood surround. The sash and material of this opening are not visible from the
public right—ol—way.

City of Winchester, Department of Zoning & Inspections

P{VIOUS OfiD Of fiPGWT{(TUPfiL fVIfW fiCTIOfl:
BAR MINUTES — MARC! 1 2. 2000

BAR-00-12 — Request of Nicholas Smart for approval of siding for garage at 18 E. Clifford Street.

Mr. Smart described the siding he wanted approved for the garage. It is a concrete fiber siding (Hardie
Board) either of a wood siding or stucco appearance. lie would paint the siding yellow like the house at
18 E. Clifford St.

Since there is nothing in the Guidelines regarding the use of this material, it was motioned by Mr. Bell
and seconded by Mr. Butler, that the application he tabled to allow for discussion with Scott Brooks-
Miller, Department of Historic Resources relative to any current and/or approved use of this material.

Mr. Smart will return to BAR on April 6. 2000. The motion passed unanimously.

The meeting ADJOURNED at 5:30 P.M.

I3AR MINUTES —APRIL 6, 2000

OLD BUSINESS

BAR-00-12 — Request of Nicholas Smart for approval of siding for garage at 18 F. Clifford St. (Tabled
3/2/00)

Mr. Smart had requested approval for use of Concrete Fiber Siding (Hardie Board) on the garage. The
Board tabled the request in order to speak to Mr. Scott Brooks-Miller, Ofc of historic Resources.
Winchester.

Chairperson Beth Kellas read to Mr. Smart the comments of Mr. Brooks-Miller as follows: “. . .1 lardie
Board, a cement fiberglass polymer synthetic siding has been approved by the National Park Service as a
substitute material to replace deteriorated wood siding on secondary elevations.” ‘On a garage that is

P[ 2



14-18t GJffODSt., winaitsit, Vfl

non—contributing and the ovner fuels that he wants to bring it into visual conformance with the main
structure — there is no real problem with using I lardie Board

Mr. I)cll. seconded by Mr. I3utler, motioned for approval of the use of the Concrete Fiber Siding on 2
sides of the garage. It will he smooth flnish with corner boards and painted yellow to match existing
stucco building. trim will be white also to match. The motion passed unanimously.

( ()flLFCIC’ Iiher Si(1i11ç1 is (WCC/)tahle/Or ancillary structures onlj

{XTfPIO PflOIOPfiDNS

City of Winchester, Department of Zoning & Inspections

View of southwest corner from E. Clifford St.

View of southern elevation of garage from side yard
of principle structure. hxterior finish is concrete
masonry unit on western-most portion, with
Hardiplank siding on remainder of south elevation and
east elevation.
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14-18 CIi1fOQD ST.. ‘MflcJI5ItR. Vfl

Vicw of vest elevation.
noted.

Severe sag in roof ridge

View of southeast corner and cast elevation. Severe sag in roof ridge. Hardiplank siding, simulated woodgrain finish.

Pfl(j 4



14-18tc1iffOD5L,V,9flit(S1[QVfi

View of northeast corner From parking lot of adjacent
Shenandoah Conservatory Arts Academy. Exterior
finish ol north elevation is brick.

Steel columns and wide-l1anze beam support tailing
root structure.

View ci north elevation from E. Cork St.

I[1T{IIOI PNOTO(fiDHS

ñ: 5



14-18 t GiffOD ST., W1I1CI1tSIW, Vfl

Delciioiating root sructuic, with sagging ridge beams,
spliced bouoni chords of trusses, temporary columns.
and parEially—ieplaced ioof decking.

•

\t
‘:
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14-18 t (JJIIOPO SF, WIHGI[STIP, Vfl

Deteriorating integrity of masonry’ wail denmnstrated
Iii Eu ugh out.

‘iI 111111! i

1ffiillh/iiiIIJ(
LI
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14-l8tG PD ST.. WIflGt[STtQ VI

WKN{ST{P ZOIflcI OPDIC{:
14—6—2 I3eflre a Certificate of Appropriateness is issued for the demolition of a building or

structure which existed in the I listoric [)istrict seventy—live (75) years ago or prior
thereto, the review board shall consider among other things:

14—6—2.1 Is the building of such architectural or historic interest that its removal or disturbance
would be to the detriment of the public interest?

• Described as a “secondary resource” within the historic Resource Survey, the garage structure’s
east portion and west portion differ in construction. fenestration. and cladding. Ii is unclear
how the building evolved and which section is original.”

• During the April 6. 2000 Board of Architectural Review meeting, then Chairperson Beth Kellas
read the comments of Mr. Brooks—Miller (Department of 1-listoric Resources) to include: “On a
garage that is non-contributing and the owner feels that he wants to bring it into visual
conformance with the main structure — ...there is no real problem... with using Hardie Board...”

• Based on the evolution of the structure, its incongruity, and the fact that it had, at a previous
BAR meeting been considered non-contributing, it is our belief that the garage accessory
structure is NOT of such architectural or historic interest that its removal or disturbance would be
to the detriment of the public interest.

14—6—2.2 Is the building of such interest or significance that it could be made into a national, state,
or local historic shrine?

• For those reasons previously cited, we believe that the garage accessory structure is NOT of such
interest or significance that it could be made into a national, state, or local historic shrine.

14-6-2.3 Is the building of such old and unusual or uncommon design. texture, and/or material that
it could not be reproduced or he reproduced only with great dil’ficulty and/or expense?

• The exterior finish materials on the garage accessory structure include: concrete masonry units,
brick and cementitious fiberboard siding (1-lardiplank), which are commonly applied materials in
current building practices; and as such, do NOT represent materials or textures that could only he
reproduced with great difficulty and/or expense.

• The conglomeration of additions has rendered it nearly impossible to establish the building’s
evolution and which section is original, as cited within the Flistoric Resource Survey.

• As opposed to the design being established by period architectural styles and trends, we believe
that in this case. the present form of the structure followed the necessary functions within; and,

Pfl[ 8



14-18 GJffOPD ST., 1flatt5Tt, vii
with near complete disregard for the adjacent Dutch Colonial architectural style of the primary
resource on the subject property.

• To the extent possible, we will salvage any material(s) removed during the demolition process
that may be of interest to others for renovation and rehabilitation efforts elsewhere.

14—6—2.4 Would retention of the building help preserve the historic character of the district?

• The request to demolish the garage accessory structure does NOT include a request to similarly
demolish the contributing primary resource or Dutch Colonial dwelling (which has been
converted to a 2- or more family dwelling); and therefore. is NOT intended to jeopardize the
preservation of the historic character of the district.

• We believe that due to its setback and inconspicuous location behind the primary resource, the
garage accessory structure does not contribute to the historic streetscape along E. Clifford Street.

• We further believe that a failure to demolish the garage accessory structure that is visibly failing.
would ultimately lead to a blighted condition vvithin the historic district.

14-6-2.5 Would retention of the building help preserve a historic interest in a place or an area of
the City?

• The garage accessory structure is essentially unseen from E. Clifford St; or, is of little
prominence. As seen from E. Cork St., the garage accessory structure presently serves as a
backdrop for a parking lot.

• While we recognize the historical importance of such nearby sites as the Red Lion Tävern and
the Shenandoah Conservatory Arts Academy, the removal of a deteriorating, secondary resource,
will NOT adversely affect either of those nearby sites.

14-6-2.6 Would retention of the building promote the general welfare by maintaining the
increasing real estate values; generating business; creating new positions; attracting
tourists, students, writers, historians, artists, and artisans; attracting new residents;
encouraging study and interest in American history; stimulating interest and study in
architecture and design; educating citizens in American culture and heritage; and
making the City a more attractive and desirable place in which to live’?

• We believe that a failure to remove the structure could adversely impact the general welthre for
many of the reasons, previously cited.

Dtcf 9



14-181 GJ1fOD ST., WIRCttST[, Vfl

1 4-6-3 The review hoard shall not consider detailed designs, interior arrangements, or features

of a building or structure which al-c not subject to public view from a public street,
public way, or other public place, except when necessary to do so for the purpose of
preventing circumstances which will be incongruous to the preservation and protection

of the historic aspects. settings. and environment of the district.

We recognize the aforementioned limitations placed on the Board: however, we respectfully

request that exceptional consideration be given to the visible defects of the interior structure, as

noted and described within our report.

• We believe that efforts to further stabilize a structure that is of questionable originality, evolution.

or contribution, would essentially be an investment that would NOT promote the preservation

and integrity of the I listoric District.

Owner/Ap,,,tnt

Vincent P. Diem. B. Arch., MSOL

Architectural Designer/Zoning & Land-Use Consultant
Planned Success, LLC

flt 10
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CONDITIONS NOTED:

__________________________________________________

SIGNATURE:
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BOARD OF ARCHITECTURAL REVIEW
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cccc ctirv\
E-mail address City / State / ip
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OMS Ver. 0002.O’;.OO (Current) John Schroth
Product availability and pricing subject to change. John Schroth

Quote Number. 8WGWXDS
Arçb.tnctt;rnl Protil “umber

LINE iTEM QUOTES

The fo)lowing is a schedue of the windows and doors for this project. For additional unit details, please see Line Item
Quotes. Additional charges, tax or Terms and Conditions may apply. Detail pricing is per unit.

Line i Mark Unit: Net Price: 668.59
Qty: 1

_______

_________________

Ext. Net Price: USD 668.59
j.aRvIjli)i Prmed Pine Exteror 22.24

Primed Pine interior 22.24

__.

8.3cR Prime 22.24

_______ _______ _______

Wood Ultmete Replacement casement - Left Hand 489.28
Inside Openn 31 1/2 X 37”

0 Degree Frame Beve
Prmud a,ne Sash Extencr
Primed P:ne Sash interor

_____ _____

IC
Low E2 N/Argon

Starless Permeter anr Specr Bar

________

7/B’ SD VJt Soarer Ear Srar.ess 120.24
.acfarguar - 5ar Cut 4W5H

Primed Pine Ext -
Primec Pine mt

0gm rtnriOr Glee’g Profe
Str3fldard Bottom Raii
WhRc’ Weather Stop

Wh:te Foding Handle
White Multi Point Lock

Aluminum Screen
Charcoai Fiberglass Mesh
Wrii Sercirc!

3 11/32’ Jambs
Exterior Casing - None -7.65
No Installation Method

Primed Pine Exterior 22.24
Prrrnd Pre intehor 22.24

_____________________________________

Back Prime 22.24
Wood 1:tmSte Reacernent Casement - Right Hand 489 28

nsid€ Opening 31 1/2 X 37”
o Deiea Frame Bevel

prrned P re Sash Exteror
Prmed Pine Ses’s “‘i’ n

ID
Low E2 w/Argon

Stainless Perimeter and Spacer Bar

_______ _______

7/8’ SDL - With Spacer Bar- Stainless 120 24
Rectangular Special Cut 4WSH
prmed Pine Ext - armed Pne nt
Ogee interior Glazing Profile
Standard Bottom Rail
White Weather Strip

White Folding Handle
White Multi - Polrt Lock

Aluminum Screen
Charcoal Fiberglass Mesh
White Su curd

3 11/32 Jambs
Exterror Casing - None -7.65
No installation Method

JLi___

1fli

‘-Cr-ed Fro--’ The Extenor
Entered As: 10
F5 31 1/B X 363/4
1031 1/2 X 37”

Line ,r2 Mark Unit:
- Net Price:

Ext. Net Price: USD
668.59
668.59

ii

C

H
As-a ved °-c The Exeor

Entered As: 0
FS 31 1/8’ X 36 3/4
031 1/2’ x 37’

OMS Ver. 0002.04/DO (Current) Processed on: 10/8/2015 407:54 PM Page 2 of 3



OMS Ver 0002.04.00 (Current)

Product avaiiabhty and pricin.g sub1ect to hange.
John Schroth

John Schroth

Quote NLmber: 8WGWXDS
Arcr1ectuaI 0rofile Number’

Net Price:

______

Ext. Net Price: USD 668.59
Primed Pine tero 22.24
Pr’rned P;nn interior 22.24
Sack Pr me 22.24
Wood Ultimate Replacement Caseme’i: - Riicht Nand 489.28
inSide Openng 31 1/? X 36 112’

0 Degree rame Bevel
Primed Pine Sash Exterior
primed Pine Sash tnterior

0
Low E2 w/Aron

Stainiess ‘i meter s’d Spdcer Bar
SDL - W.tb Spacer Br - Sr.an’es 20.34

itccranguar
‘ Spec a Gil 4WS’

P mcci Pine Lxt Primed Pine nt
Ogc2 Interior Glazing Profe
Standard lottoir Rail

White Weaie l: p

Whi FIdrng i.iardie

VVhr’.e Multi . ‘flint LOCK

Alum’,, urn Sc’een
C5arima! F’ bera ,., Mesh
White Sumom’d

3 11/32 lambs
Extepo’ Casing - None -7.65
No nstai’aton Method

=

Primed Pine Exterior 22.24
Primed Pine Interior 2,24
Back Prime 22.24
Wood Ultimate Replacement Awning- Row Operating 360.71

inside Opening 28” X 16”
0 Degree Frame 8evel

Primed Pine Sash Exterior
Primed Pine Sash Interior

IG
Low :2 w/Argon

Stainless Permeter and Spacer Bar
7/8’ SOL - With Spacer Bar. Sta,nless 109 81
Rectangular Special Cut 4WIH
Primed Pine Ext - Primed Pine nt
Ogr !nter,or Giazing Protile
Standard Bottom Rail
White Weather Strip

White Folding Handle
White Multi - Point Lock

Aluminum Screen
Charcoal Fiberglass Mesh
White Surround

3 11/32’ lambs
Exterior Casing. None 4.17
No Installation Method

Line 133 Mark Unit:
()y: I

IIMIUfld

I
LZLJ: I

DHU
I ,

I ir-

‘rstered Ac: i

CS 31 1/8 X 35 1/4’
0 3 1/2 X 3b 72’

rEne #4
Qty: 1

Mark Unit: Net Price:

WMAR’ -

I
,

L4’JH ..

—

‘

Entered As: IC
CS 27 5/8’ x i 3/4’
102S”a 16’

533.07
533.07

Project Subtotal Net Price: USD
5.300% S&es Tax: USD

Project Tota) Net Price: USD

2,538.84
134.56

2,673,1.0

OMS Ver. 0002.C6,’DO (Current) Processea on: 10/8/2015 4.07:5.5 PM Page 3 of 3
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‘j..City of
Winchester

112 South Washington Street

Tax Map Number: 192-1-P- 13
DHR Resource Number. 138-0042-1000
Resources: 1 single dwelling: 2 garages
Date/Period: ca. 1875
Style: Gothic Revival
Sources: Sanborn Fire Insurance Company Maps: Quarles, The 5tory
ofOne Hundred Old Homes

Architectural Description
Site Description: This one-and-one-half-story, single-family dwelling is located on the east side of South Washington Street and is setback approximately twenty feet from the concrete sidewalk. The grassy property is marked by mature trees, shrubs, and foundationplantings. A brick walkway connects the dwelling to the public sidewalk. A brick retaining wall lines the northern edge of the property. Anasphalt alley forms the eastern edge of the property.

Secondary Resource Summary: Two garages are located east of the dwelling and are accessed via the asphalt alley.

Primary Resource Description: Constructed ca. 1875, this one-and-one-half-story, three-bay single-family dwelling was designed in theGothic Revival style. The building is composed of a one-and-one-half-story, steeply-pitched, front-gabled block with a one-and-one-halfstory side-gabled block extending form the south (side) elevation. Several early- to mid-twentieth century additions are located on therear (east) elevation of the building.The front- and side-gabled blocks have the same material treatment. Set on a solid parged foundation,this wood-frame building is stuccoed. The roof is covered with asphalt shingles and is finished with overhanging eaves and raking woodboards. A front-gabled wall dormer rises above the southernmost bay of the side-gabled block and is original. The dormer has the materialtreatment of the main block and is pierced by a 16/1, double-hung, wood-sash window with a molded wood surround. A shed dormer alsomarks the western slope of the side-gabled block and is fenestrated with paired four-light wood casement windows. Two similar front-gabled wall dormers mark the northern slope of the front-gabled block. Each dormer has the same material treatment and fenestration asthe gabled dormer on the façade. An interior brick chimney with a plain cap pierces the roof of the front-gabled block.

The southernmost bay of the façade (west elevation) holds paired 12/i, double-hung, wood-sash windows. A one-story, one-bay entrybay, constructed ca. 1925, extends from the northernmost bay of the side-gabled block.The stuccoed entry bay is capped by a shed roofof asphalt shingles, which features overhanging eaves. A single-leaf, paneled wood door with lights marks the entry bay and is flanked byfive-light sidelights and topped by a five-light transom. A three-sided, canted bay projects from the first-story of the front-gabled blockand is original. The canted bay has the material treatment of the main block and is capped by a haif-hipped roof of standing-seam metal.Fenestration consists of 16/1, double-hung, wood-sash windows. The upper gable end is pierced by paired 16/1, double-hung, wood-sashwindows and a single-light wood casement window. All double-hung windows feature a wood sill, molded wood surround, and flankingoperable louvered wood shutters.

The south (side) elevation is pierced by 16/1, double-hung, wood-sash windows. A louvered vent is located in the upper gable end. Athree-sided, canted bay projects from the north (side) elevation and is original.The bay has the material treatment of the main block andis identical to the bay on the façade. Additional fenestration consists of double-leaf, French wood doors.

The rear (east) elevation of the front-gabled block was extended ca. 1925. The seamless addition has the material treatment of the mainblock. Paired double-hung, wood-sash windows mark the north elevation and a gabled wall dormer marks the northern slope of the roof.The gabled dormer is identical to the other gabled dormers on the northern slope. In addition, a shed dormer, fenestrated with a two-lightawning window, pierces the northern slope. A three-sided, canted oriel projects from the upper gable end of the rear elevation.The oriel iscapped by a haif-hipped roof and is fenestrated with double-hung windows. A louvered vent is located in the upper gable end above theoriel. A one-story addition, constructed post 1947, is located on the rear elevation of the Ca. 1925 addition. The stuccoed addition is set ona solid foundation and is capped by a half-hipped roof of standing-seam metal. Visible fenestration consists of ten-light wood casementwindows.

A shed wail dormer marks the eastern slope of the side-gabled block. Sanborn maps indicate that his dormer was likely constructed a.1920. The shed dormer is stuccoed and is capped by a roof of asphalt shingles. Fenestration was not visible from the public right-of-way.A two-story porch extends from the rear (east) elevation of the side-gabled block and was likely constructed ca. 1925. The wood-frameenclosed porch is clad with weatherboard wood siding and is capped by a shed roof of asphalt shingles. Visible fenestration consists of asingle-leaf door with lights and double-hung windows. A one-story addition extends from the rear elevation of the ca. 1925 addition andwas constructed post 1947. The wood-frame addition is clad with weatherboard wood siding and is capped by a shed roof of standing-seam metal. A second story deck is located on the roof. Fenestration was not visible from the public right-of-way. A pergola : located onthe rear elevation of the post 1947 addition.

Secondary Resources Description: A one-story, one-bay garage is located in the northeast corner of the property and was constructedca. 1920. Set on a solid concrete foundation, this parged building is capped by a front-gabled roof of asphalt shingles. Overhanging eavesfinish the roof. The façade (south elevation) is pierced by a vehicular opening which holds a roll-up, paneled metal door. The rear (north)elevation is pierced by double-leaf vertical board doors. A louvered vent is located in each upper gable end. A one-story, full-widthaddition is located on the west elevation of the building and was constructed ca. 19225. The addition has the material treatment of themain block and is capped by a shed roof of asphalt shingles. Visible fenestration consists of six-light wood casement windows.
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Winchester, VA 22601
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CONDITIONS NOTED:

SIGNATURE: DATE:

APPLICATION
BOARD OF ARCHITECTURAL REVIEW
CERTIFICATE OF APPROPRIATENESS

Please print or type all information: f 1 (
Applicant

i e-4 (cJ Y4(-
eleph ne Street Add essvA
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1. Requesting permission to retrofit 8 currently installed vinyl windows with ALL WOOD materials.

ieneiui rurpo.
Paint Grade

FIND,

Lattice
AFPL266I.PFJ

Primed Pine
163881
Use 40 Finish Nail x 1-1/2”

Panele Enrjados
Pino lp.tmodo
.sak.c1c,,sd.Acabc4o4D,, 1.1/2’

I

Work to Be done on All windows visible from street

___

S ‘
7

-

-.
- Tr:ftfI fr a -‘,

______________

Windows will be retofitted with materials purchased at Home Depot.

Li
A Screen
j 1424.Ftj Pine

927139
Use 40 Finish Nail x 1-1/2”

Mollo Meláljco
Pin0
Uhc. cvo de Acbodo 42 -1/2

\•
I.sTh.

1

Panele Enrejodos
Pno

a AObodo

I’

N

( 284F

Pine
i: 156175

Use 4D Finish Nail x

_.r. Round
108-IF

Pine
927112
Use 40 Finish Nail x 11/2”

Cvoito C,Iind,o
Pino

T

No Shown Aclu,I SIzeI tmtn

r
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2. Requesting permission to keep currently installed Fiberglass Doors.

Precedent: Bar-08-08

BAR-OS-OS Request of Richard Pifer Jr for Pifer Development. Inc. for approval ofa new
construction on an existing foundation at 112 E. Clifford Sr.

3tr. Bandyke sunested that there are fiberglass doors that look like wood that work very well in
these sirnou4.

Mr. Pifer stated that those are very expensive. He showed the Board on the plan that there is a
16” soffit overhang above the door.

Mr. Farris shared his dislike about the hardy plank. however he feels this is a new construction
and he wouldWt be opposed to using it in this situation.

Mr. Saunders stated that the Board has approved it before.

Mrs. Shore, seconded by Mr. Ferris to approve BAR-fl-08 as submittet Motion was
unanimously approvet



FVittctnt-t-r. V5

F-Panel None Prehurn Irsosog F Sr FidsC [tfs Dooi (Doormen 32-co fP-.c [dual 33.5- -1051.5-2)

• Se The be-wy A. herolaon c-ilk deep ernenssed pansie and a coroner pci-Sable surface, an -ccnicAmerroao-style door,
Icc 1r d t se.,l dr.r 2n cnwnle-trenfs a car-nip ofhome dim

• F bem!ass doors are low-reactananre and hieh-pe4neeaose ant •,e wood or creel dna-s. durable I berAses me
In cracs -IF waryrep r el-fr re sd dert fly

• A Tlrmrma- ira Seoctrmark door s a complete coar system meld -me all necessary serryonenls amlrs mnatdrops.
a-eaflrersfrip, sill and hinges io complementing t-esn colors, alt eorsneered In help eesare a pre-cis en PrIor pears of
Fnnble-eee perlarnasce

• Doer system is ENLPOY STAR® qaalified osith a pnlyaret’rcne team core - dclroesnp r-cceslancl enerp oft ciency
• Rol-Rosrslaoljambs help praveol moiclare cod loved damage In donrframes
• Seccriry spike plate and 125-in solid mood lock blcek imyrecen rEsistance cpa eel (arced ret-p
• Dr5 and ernislare-rosistaot, with an ad1asrabie sri) asd teem-fifed ceinarersian we-lie-st p es rse-ns flexible aod

helps xciii lhr entryway against moislare cod air mcfllfraliao
• Therma-Tw Sonrhmrrh fiberglass provides peace of mind wile a is-mr tire-lcd warra-mty
• Rr edt-to- irIsh ncorssilh frame

Specibcabons

Store Pickup

-earn ocr can Ire aaai.rsle lvi p skap
in Lowes 01 Wrrrclc-ster, VA today.

Lomos Truck Delmnory

Yea- order wIt be rerdy for del--n-p to
non bate paar rri:-Oter sloe.

Parcel Slripping

Unanartahte far TIns Order

fleer ry merners i.e nec

Thonna-Tra
Beocltmark Doors 6-
Panel None Prelcung
loswing Pibcrglass
Entry Door
)Carmmon: 32-in c SO
lo; Actaal: 33_S-in x
81.5-in)

Planar arerrn.rp

[dad Id or (lecen)

Acrsai Herg® (Ine°es)

Common Vitorh ilncbesl

Cowman i-re i-mt (Ii eked

Roagh Opening Iftidth (Inches)

Pocyb Opening Height (Inches)

Olass Cawing

Pill fppe

Preharg

61.5

33 5

32

80

34.25

62

Ad1asfablo

Sill Pr-n e° Ill

ENPPDP SAP Deaf °ed Soantew bee Yes

Low-es Sxdastoe Yes

SNPROP STAR Oualrhed NonhtCentrai Zsre Yes

Dnoepfyle 6-panel

SNEROY STAR Qaalrfed Plordrew Zone Yos

Maledal Fiberglass

ENEROY STAR Oaaifed Sooth/Cerital Zone Yes

Therma-Tru Benchmark Doors 6-Panel
None Prehung lnswing Fiberglass
Entry Door (Common: 32-in x 80-in;
Actual: 33.5-in x 81.5-in)

itemS 22bd71 ) Model C ItIVTTPP 5112855

$199.00

- [El- I

[Ui

zI
Tweet a S•1 3 email

Description

yjgggg

t:t2gfn Losses. All deTs r:trRsri. Lcwos and :ho garde design are resstvrnd :rngemarks of LP, ac



$-r- \v€\
Storm

N Winchester, \

Therma-Tru Benchmark Doors Half
rrree

Store Pickup
Lite Clear Prehung lnswing Fiberglass

‘our order em be aueiable :or pokes
Entry Door (Common: 32-in x 80-in; in Old Ihtrrohnsrer, VA tndoy.

Actual: 33.5-in x 81.5-in)

fIrms 2hil0 Moody 50CD4020R8 Lowe’s Truck Delivery
‘4 * ‘*‘ * ‘4 Your orde will be ‘rudy for dots on to

[j
$239.00

you from your relecrod stare

I Parcel Shipping

Unavailable for This Order

soil by earners I so UPS,
Fecyo, LOPS, ore.

Therma-Tru 5239.00
Benchmark Doors

Half Lila Clear
Prehung lnswing

Fiberglass Entry
Door (Common: 32-in

Tourer S fit ri email x 80-in; Actual: 33.5-

__________________________________________________________________________________________________

in x 81.5-mi

Description

Half L’re Clear Pre’runn lnsw’ne Fiberglass Entry Door (Canrmsn 22-mn S2-n: Actual: 32.5-.n 501.5-n)

See Ste bea.rly.nhhernt. ssueirn dues embosses penetr usc a smosfn penlsdle nurture l re tracrl siral 0-Lire don
c.rnipterrren:s any homes architectural setailire
Fiberglass cue-s are lcau-rrra.nlenance and high-pertormance uehke wood ci steel doors, durable lberelars is res s:.nt
to cracking, wa’rpino eplirt op and dentnp

- A Therma-Tra Benc’imark door is a complete ooor system isctudrsg all seaessary components arsds, rnoalrtnqs,
a’e etherstrip sill and hinges in cnmplement;ng trash calors, all engineered to help ensure a precision l.t tsr years of
troubte-tree performance

- Door system ‘a ENEPOY STAR® qua[yed mIs a polyurethane foam core - deli u’er.n.; eoceptional errergy ethciency
Rot-Resistant iombs treip pieeenl moisture and insect damage Is dcor tmmes
Secasfy stoke plate and 1 2.a-in aold coed lock block improees resistance ‘ruins: inroad entry
DeF and nrnisfure-raois:asf w;th an adusfeble sill and foam-tilled cssrprr sen e.ya’aereS,a Lest rcmin., fteerble and
helps seal toe en:rs’wa,’ aprrst musture and air in! 1:-a: on
Thenma-Tru bercnme-e fiberglass urce eec peace of m:nd a ln a lfetme I m ted snarran’y
Reacy-rs-:rs:ali csoaa’::n frame

Specifications

Stab or Prehung Prehang Sill ysr oh Mill

Actual \htdth ilrtche’sl 81.5 ENORDY STAR Qaal’ie-rr Southern Zone Yes

Actual Height (Inches) 325 Tdsrer s’. In Ins Ns

Common thfdth (Incheof 32 Lowe’s hnclen’ye . Yyo

Common Height (Inches) 80 LNLRCY STAR Duaihed NnrttrtCeneolZona Yes

Rnanh Opening \btdte (Inchenl 34.25 ENERGY STAR Daulted Northern Zone Yen

a0j’ry Dne -‘g Height llnc-es 82 Olson lnoutat’on trw-u

Dtasn Ca-c —g fin /o:aaal F’bergtars

Sill Type Aatunfacle ENERGY STAR Codifies South/Central Zone Yes

© 2015 Lowe’s, All rights resereed, Lnme’e and the gable design are registered trademarks of LF, LLC
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ARCHITECTURAL INVENTORY

Address:
-

Nap & Parcel: 1--

_____

Tract & Block:

Present Owner: ae
Address:

1976

Present Use:

Assessed Value: z -

Historic Name:

_______

Original Owner:
Original Use:

Date: 17 80 90 1800 10 20 30 40 50 60 70 80 90 1900 l9’

Style: Vern. L.Geor. Grk.Rev. Ital. 2ridEmp. Rom. Goth. Q.A. Col.Rev,B.Arts None-

_______________________________________

Stories: B 1 1 2 3 3 4

Material: Stone Lo Clapbrd. Wd.Fr. (,kP].as.

Modifications: or Moderate Extensive

Physical Condition: Deteriorated Dilapidated

Environmental Context: Stron Moderate Weak

Architectural Significance:
od Average

Architectural Description

OutstandinR Excellent

National St
Historical Significance:

ate/Rei. onal Local None
Historical Descriptior

References:

I

his building has been consorL:cted on a hill so tnat anileoe1 one story n the rear, it nan two front leveLs. Lre
facade is crick on the upes bevel and alain concrete belowihere are two center doors, one on ench levei with a lamewoodi:n stairway to the sower bevel. I’he 3 hays have 3 over 1

linhos and the shal ow nip roof is asbestos shingled. here isa al rear chinnej.

-

-•.



:City of
!‘ Winchester

107 East Cecil Street

Tax Map Number. 193-1-5-8-
DHR Resource Number: 138-0042-0314
Resources: 1 single dwelling
Date/Period: ca. 1960
Style: Modern Movement
Sources: Sanborn Fire Insurance Company Maps; Queries, The Story of
One Hundred Old Homes

Architectural Description
Site Description: This east-sloping lot is located on the south side of East Cecil Street. The single dwelling has a shallow setback as thefaçade is closely fronted by the concrete-paved city sidewalk. Concrete-biock retaining walls are situated north and west of the dwelling.The rear of the property is outlined by a chain-link fence. Mature trees and shrubs provide the lot with landscaping.
Secondary Resource Summary: There were no visible secondary resources associated with this property.
Primary Resource Description: This single dwelling is three bays wide and three bays deep with a square plan. Covered by a hipped roof,it is one story in height on a raised basement. Its style and form are strongly influenced by the Modern Movement, which was popularwhen the building was constructed. This modest, single-family dwelling is similar in form, style and material the neighboring dwelling at111 South Cameron Street.The building is located on an east-sloping hill, so that while only one story in height, it has a raised foundationon the south and west elevations.

The building is set upon a solid, concrete- parged foundation. The walls are clad in all-stretcher-bond brick, so the structural system ofthe building is not visible. The hipped roof is covered with asphalt shingles and features a shallow, ogee-molded wood cornice. An all-stretcher-bond brick chimney with plain cap pierces the center ridgeline of the roof. Fenestration of the facade consists of 3/1, double-hung, wood-sash windows. All of these have rowlock brick sills except for those on the basement level. The windows are set withinsquare-edged wood surrounds. The window in the east end bay (first story) of the façade has a metal air conditioning unit in its lowersash. An off-center entry on the first story of the façade has a single-leaf door. This replacement door is of paneled wood with nine lights.Below this entry, at the foundation level, is another single-leaf door. It is paneled wood with three lights. Both doors are set within square-edged wood surrounds. A modest one-story, one-bay wood deck fronts the first story entry and shelters the foundation entry. The deckis supported by square wood posts and features a wood board balustrade. The wood steps access the deck from the west side. The sideelevations have 3/1, double-hung, wood-sash windows.The central window of the side elevations (first story only) is considerably smallerthan the flanking side windows, suggesting they illuminate the bathroom. The foundation level on the east elevation has two, tsvo-lightsliding wood windows. The rear elevation was not visible from the public right-of-way.

Significance Statement: This single-family dwelling accurately represents domestic architecture from the Modern Movement inWinchester. Its materials and form are both stylistic elements indicative of the mid-twentieth century. Constructed circa 1960 on EastCecil Street, this building has retained its inteqrity of materials, workmanship, and design, especially because there have been no additionsor visible alterations, save tile deck on the facade. It has also maintains integrity of location and setting. Combined, these aspects createan intact sense of historic association and feeling. Thus, the property qualifies under Criteria A and C as a contributing resource in theWinchester Historic District.
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FOREMAN BUlLDER
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FEATU R ES

Frame

E3 Pernia-Shield exterior cladding protects

tIn’ frame — boaotifolly. Best of oIl, it’s low—
maioteoooce aod oeoer oeeds paintieg

O For ooceptiooolly loog-losting’
portoririaoce, oill members aro
coostroctod with a wood core
nod a Fibroo’’ iriatoriol ooterior.

@ Notoral wood stops are oonifable in

pioo. oak, maple and protioished k’dkite. Wood

lamb liners add beaoty and aotkenticity to

tke window intoner.

0 A foctoiy-applied rigid oieyl flange on

tke lead, sill and sides ot the noter frame
helps secore the unit te tke stroctere.

§ Multiple weotkerstrippiog systems
kelp preside a barrier against wind, rain

and dust. The combination of spring
tension xinpl, rigid xiepl and tlenible bulb
weatherstripping is efficient and ettectixi’

§ For onits ax tk White exterior color.

iaterinr jamb liner is White. For all other

units, tke exterior jamb liner is gray.

Sash

0 Slide wash assists make it easy to tilt
tke sack into mask mode.

O Balancers in tke sask enable contractors

to screw through the tamb during ostallat inn
withnot interfering with the window’s
operation.

Wood Jamb Liner

O Natural mend sash interior with classic
chamfer detailing. Axailable in pine, nab.
eta pie or pretin shed Wh tx

O Low-maintenance sash exterior prevides
long-lasting protection axd perturmaoce.
Sash exteriors on most onits inciose
F’brex material.

O Sash joints simulate thx look nt
traditional mortise-and-tenon cnnstrxctixo

inside and ext.

H r i.. r, aN

i—i’—— si’i. etC :,r,inr’,ii’ ‘‘lets.

Glass

O Silicone bed glazing pruxidi’s superior

weathert;ghtnxss and durablity.

0 High-performance glass
options inclnde

• Low-E4” glass”
• Lnm’-E4’ HeatLoch’’ glass
• Luw-E4’ Sno glass
• Low-El SmartSno’ glass
• Low-El’ SmartSuo’ HeatLnck” glass

Tempered glass sod other glass options are
axailable. Contact your Andersen sopplier.

A remoxabie transiecent film helps shield
the glass from damage during delixeW
and cnostre.ctcxo ard simplLes tioishig
at the jubsisi.

Patterned Glass

Patterned glass options ire axailable

Sue page 10 tor more details.

Storn WATCH
Wondwright double-hung tull-rr,inre

windows are axailable with Stnrmwatch
protection. For more iotermxtion contact
your Anrierein suppler.

Performance Grade (PGI Upgrade

Performance upgrades are axailable tnr

select sines allomnin these units to acmuexe

higher performance ratings. Pertnrmaoce
Grade IPGI Ratings replace Design Pressure

IDPI Ratings for measuring product
pertarmaxce. Foe ni-tx-date performance
intnrmnt inn of iortxidual prxducts, nlense
xisit andersenmindoms.com. Use of this

uptiun will subtract Vi” 1161 trxxr clear

opening height.

EXTERIOR

_JI’- ._i
White Canvas Sondf one Terrotone

Fort’ cx Do’k Black
Green rrrenze

HARDWARE FINISHES

ilronoe

DOUBLE-HUNG HARDWARE

CLASSIC SERIES

Hand Lift Finner I mtss

Stone I White
Ovid n,msr,’ devotes fuss/i . toon

INTERIOR

Pine Whim

ESTATE’
Lock & Keope’

WOODWRIGHT” DOUBLE-HUNG FULL-FRAME WINDOWS

______

0

i]

/ 1
0

0
0

4

Mopie Oak

NotLiroli, ocr urrmrr .sr item in rena, color mo sixisnr’ of w.rod maCi’ rr.m:x vci’r’iov.

orie—of-o—icmnci. Cli wood iriS I ore ore oohiie.hcd oslo’s prclmnmreed Wedo is spm’rcdmeri.

Crtiae.r
Brass

cr01
Fir,m.s

Rrossed
Chrome

Bistros’soi
Nickel

Oil itoimls’mh I ‘ol’i,hr’ml
hi’onsm’ Chru’iri

Sum Stone Wnlmr
Nmcki’l

Dr tie no imrnn;m ann o,i rsbbns bronze’ ci to ‘on ‘to.’,he.taoi ‘sir icr. eli core mmmi”,- and ace

STANDARD
Lock & Keener

11

:jejj7a

Stone I We’re .5ntqre Brass I Bettor Dines

Srsshed Chrome I B’sxtessed itronre

Distressed Nickel I Oil Rubbed Bronze

i’oli,hed Chrome I Satin Nickel

Oiirrer’r.rrr’r;’r.r’c:kr,k.,,ce;’r...neirrrsr
i,i’r’r:is.i,rrr5c,. life’ ,,ms,rer,e,r.ree.I :I’C 3 Ortm’SFr’rrciesk&krrprrr’ricciJ” ‘ :rL’t

si,r,idoit w,rt r,rsrr,ii interior cads hLe- i,,i,st r’er. SeixCi u m. ciir ur’ih Scsi i i .i iii’.’ air

ate srr’l’s’c5i’i White isterisis in detern.se r,roi,ii.iscr ash e,’iers reqoirrin”rit.

OPTIONAL DOUBLE-HUNG LIFT HARDWARE
ESTATE”

Hind Lift Lorrar Lifts

Antiqoe Brass I Bright Brass I ‘sit oil Cbrcror’ Distressed Bronze

D,’ct rec’.e’l N cr1 I OS Ratted Rrocoe I Polished Chrome I Satin Nickel

Hood Lilt

TRADITIONAL

Linger Lifts

Visit amic’rseirrs’uricss,.m,,im rscirronib’ or see ‘,rrur An’ ir

supph’r for rieio.ir. so thi 1DB Series L’scti’i Wcrri.,nty,

Bar L.ft

Lusting hrrstonoss irrr’orrd re ir loinS .,isn cit r slots ‘ni lini’ lire.

See riot AsIsir’erert so;rphrrr tnt cii tLirii cohn ‘in’ i finish scnirgHir’n.

Asmrqne Brass I lhrkmh’ Dross itrashed Chrome I Oil Ruhbed Bronze

I si ch’eil Chrome I Satin Nobel I Stone I Wluirc

Snob LiH

wri



Andëiëh 400 SERIES

Arch Double-Hung

Sprrnrjline’ 1in.jL—Heng

or mere i aforrriatien heel

glass, patterned glass, grilles

and TruScene insect screen

see pages 10-16.

A clear pine steel is available and ready
tsr finishing. The Woodwritht steel is
anatlahlt in 4 24s 1116) tur use in wall
depths up tu 5 V’ 1133). and 6 lIe” 1167)
fur ese is wall depths up tu 7 ½” (181).
Wsrhs with 2 ¼” (57) and 2 ½’ (64)
wide casings. 400 Series Tilt-Wash
dsoblu-husg winduw shuwa.

Storm/Insect Screen
Combination Unit

A self-storing sturin wiudnw combined
with an insect screen presides greater
energy efficiency while ullowing ventilation
whi•is needed. They con be easily installed
nil the enteriur of must 400 Series full
(rove double—hesg windnws.

Avalahlr in Wlutv, Sasdtoee and Terratovir
culors to match product vxteriurs, Canvas,
Furr’st Green, Darb ((reuse and Blach
available by special nrder.

Censtructien

Cunstructed with an alumiuuin frame
srugle-pouv upper and luwer lass panels
avd cliarcnal powdrr-cnated a(ominem
screen inesls.

Energy Efficiency

Combination units can imprene energy

efficiency by as much as 35% snrrr
miuduws wth clear duul-panv glass and
25% user windnws with Low-F glass.

Sound Reductinn

Cnmbinatius units can imprvve Sound
Traesuossiun Class (SIC) and Ootdnnr
Induor Trausmissien Class )OITC) ratisgs.
Ideal fur projects near a.rports, busy
ruadways or utter nuisy envirunmeuts.

Fur enample, adding a combination unit tu
a 400 Series Tilt-Wash duoble-hung (3862)
unit with Low-E4 glass will improve its
SIC rating troiu 26 tu 32. Cuotact yuur
Anderson supplier fur additional STC and
OITC r,it.oc infurmatiun.

Nrili. Do reel ,reri r reeir;er,ir’,ee em)’. tee

windriwr. wiih tew-i.-i ‘ar giess, airiest

neut0c.w giass is i’ ‘rerpi’rr’el. Aieiebi,e’i:eri

eel e,erreleer’,iieeer units way ,itte’’ i tie’

deere ieee iii L er--i -I and Lee-i -i

‘n,eri.,ed ‘‘u’ ‘o cease,;

‘C ,ertt’”. ri-i; ide ‘ret-re-’ 15,
reel C’’ ciede CD”;’ ted area ci rh; ;-,ie’eie;w,

See 5aur ieec,4 code eve iii tori r’

Chuose full insect screen or half insect
screen. Halt insect screen (shuwn abuse)
allows vnntilativn without affecting the
view theoogh the oppi’r sash. Frames
are available in culurs tu match prodLct
Oeti’sviS.

TrnScene’ Insect Screen

Enelusive Andersen TruScene’ insect
screens provide over 50% mutt clurity
than nor cnnvirntiuuel insect scteeos for
a beoottfol e-eubstroctad view. They alluw
mure fresh air and sunlight in. sshile doiog
a better job of teepiug not small insects.

Cnnoentiuoal Insect Screen

Cnuveotiuoal insect screens have churenal
puwder-cuated alsiamnom screen mesh.

Grilles

Grilles ore ovalable is a surety nt
cuufiguratiuns and widths. For duoble-huug
grilli patterns see page 74.

Exterior Trim

This pmodoct is avoilable ssith Audesen
Entvriur Trim. See pages 215-720 rom details.

liar store -etsermat: tea about

combination designs, product

performance, installation
accessories and warranty
see pages 255-291 or visit

andersenwindows.corn

* .S[s,es’e en 400 bern”, I’ ,u a. :i, ,,ei, see.’ iu)-traeee crePes’

rte—r-: ‘‘CS—CC C, ii, in,’eib’r,—:,.e

Shapes

Aiuodwt.i:ltt ss’umtlusss are available

in mliv i;llvcsv;i: shapes.

,81j ESSO RI ES Semi Seie.ir,iii’iv

Frame

Euteosten lambs

Insect Screens

Insect Screno Frames

Standard junib depth is 4 V”(1141. Jamb
di-ptlm can be 4 V’ (105) it iestal)atiuv
flange is oversed. Entonsiun jousbs are
available in oufimmislmed pine or pmehinishied
Wlvte. Suine sizes nay be veneered.

Focfvry-upplied and nun-applied
intoriur oetensiou lambs are available io
Vt” (t.5l increments between 5 ““ 1)33)
and 7 Ve’ )18t). Eeteusiun tambs caim be
iuctniy_upphied tn i thy’ three sidis )stuul
and apron application) or four sides
)pich ore frame casing).

Pine Stoel

Ore teal Leg Arch Deubte—Hs’ag Sash

Sash Options

1]
[iii

1—li

Eli
ml
[i 1

ELL

Windnm Opening Cnntrnl Deoice Kit

Cottage Style Heeee’a’ C’ei,r’ie’ Style

A Windew Opening Cuutrrel Device Kit is
available, which limits sash travel tu less
than 4” (1021 when the winduw is first
upeuvd. Avail a Isle in Stoni; and White.
Device sbuw’t on a 400 Ser;os T;lt-l’Vasli
duohls-houg window.

csotmnu
• re-citing and staining nap caere da’sage is

rigid a’iryt.

• 40) 5ri.ee airilaws iii Sereatnae noise nay he

‘ret es re-i sir H’ rerrsmrre abre ian,;
ge.-’i’1’s i—sr,s,sri’t:’::e e.Se’rritcctcrse’nipie’r

to Ache ece toes:’ ira-i diii.,, tree’ i ‘,aerir.eir nor

tier deer’ tier, er”

• Os ,ir) ‘a I ‘ 400 5cm weedre’ ‘a’S white, Garaas

5.eraio’ie Forest Green trek i,ran;, or Oiack esierier
i iiiti’,.

• ce iss;r’-S,,s,,d stains should cci care in contact
site ‘ai’e r,,’ee products

• On ant ys,a’ tire

• Are’.,.’ -‘ .; e ,st ass c;’;is,i.i’r5 re’rrsie’

caine-s sboe,’e rot Sn aced cc’ Pm i ,e - ;‘i’ ilL’ t.

csrr ii. 5: P, r,’r’’ e’,i syree.

• Prd-’’’e.c rise’s r’r.t es.errant the adhesier or
r’e1ae’rrar;e’ ci ieorerrieeei anrierd rarer user o nvi
ci slicer lacier eost’’d ssrteces

reei,rrre.w eel—c in )‘‘,err,rrrt,e.

61
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City of
•L Winchester

126 North Washington Street
Tax Map Number: 173-1 -D- 14-
DHR Resource Number: 1 38-0042-0981
Resources: 1 single dwelling
Date/Period cc. 1850
Style: Federal
Sources: Sanborn Fire Insurance Company Maps; Quarles, The Story ofOne Hundred Old Homes

Architectural Description
Site Description: This two-story, single-family dwelling is located on the east side of North Washington Street and abuts the concrete
sidewalk. A small planting area fronting the façade is planted with mature shrubs and is surrounded by a metal milled point and bow fence.
A ribbon driveway is located south of the building. The backyard is planted with trees.
Secondary Resource Summary: There are no visible secondary resources associated with this property.
Primary Resource Description: Constructed circa 1850, this two-story, three-bay single-family dwelling is set on a solid random rubble
foundation. The dwelling, reflecting the Federal style in form, is constructed of five-course, American-bond brick. Standing-seam metal
covers the side-gabled roof, which is accented by a boxed cornice with bed molding. Two interior-end brick chimneys rise from the north
(side) elevation and each has a plain cap.

A single-leaf, paneled wood door marks the southernmost bay of the façade (west elevation) and is surmounted by a single-light transom.
The flanking first story openings hold 2/2, double-hung, wood-sash windows. Second story openings contain 6/6, double-hung, wood-
sash windows. Each window opening has a wood sill and is topped by a rowlock brick segmental arch. A one-story, full-width porch
extends from the façade and is set on a brick pier foundation. The half-hipped roof, supported by Tuscan wood posts, is covered with
standing-seam metal and features overhanging eaves. Turned wood balusters finish the porch.
Fenestration on the south (side) elevation is limited to 6/6, double-hung, wood-sash windows and wood windows possibly casement).
Each opening has a wood sill. Fenestration on the north (side) elevation was not visible from the public right-of-way.A two-story elI extends from the northernmost bay of the rear (east) elevation and is possibly original. The ellis set on a solid foundation
and is clad with German vinyl siding. The roofing type and material were not visible from the public right-of-way. An interior-rear brick
chimney pierces the roof and has a plain cap. A two-story balcony is located on the rear elevation of the eli and was constructed post 1947.
A pent shelters the balcony. Visible fenestration consists of a single-leaf door with lights and paired windows.
A two-story addition is located in the elbow of the eli and main block and was constructed post 1947. Set on a solid brick foundation, this
addition is constructed of seven-course, American-bond brick. A shed roof covers the addition. Visible fenestration consists of 6/6, double-
hung, wood-sash windows and paired windows. A one-story shed roof extends from the rear elevation of the addition and was not visible
from the public right-of-way.

Significance Statement: This two-story, single-family dwelling is representative of the domestic architecture constructed in the City of
Winchester during the mid-nineteenth century. Based on the form and materials of the dwelling, as well as by using Sanhorn maps and
written data, this dwelling can be given a circa 1850 date of construction. This building retains integrity of materials, workmanship, and
design, despite The construction of the rear addition. Further, this Federal-style dwelling retains integrity of location and setting. All of
these aspects contribute to integrity of feeling and association. This single dwelling is a contributing resource to the Winchester Historic
District under Criteria A and C.


